Optimum CNC Router operation
requires the proper fittings and flexible hose. Our Ball Joint allows for free rotation of the cutting head and our U30
flexible hose is perfect for heavy-duty woodworking applications requiring tear, puncture, and abrasion resistance.

is perfect for connects flexhose
heavy-duty woodworking applications requiring tear, puncture, and to metal ductwork allowing free rotation. Do not be undersold just
abrasion resistance such as CNC routers, moulders, and plan- to save money. Most companies sell short collars, which are detri-
ers. 30-MIL thick thermoplastic urethane with a wire helix handles mental to installation. We add a collar to ease connection to hose.
higher static pressure and vacuum levels than other hoses. Constructed of galvanized steel, 4"-6" dia. 20-gauge, 8"-10" dia.
18-gauge.

2" 02U30-C 4" 04BJC

3" 03U30-C 5" 05BJC

6" 06BJC

7 07BJC

8" 08BJC

10" 10BJC

Visit us at www.airhand.com and

click “Shop Online Now” to order.
Do not forget the hose clamps.

Due to market changes and fluctuations beyond our control, specifications and pricing subject to change without notice. Buyers subject to terms and conditions of sale. Many states and localities have
codes and regulations governing sales, construction, installation and or use of Products for certain purposes, which may vary from those in neighboring areas. While Air Handling Systems by Manufacturers
Service Co., Inc. attempts to assure that its Products comply with such codes, it cannot guarantee compliance, and cannot be responsible for how the Product is installed or used. Before purchase and use
of a Product, please review the Product application, national & local codes, regulations, and be sure that the Product, installation, and use will be in compliance. Copyright Air Handling Systems.



